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PINCH VALVES



The VM type pinch valve has been

designed to be used in a range of

applications.

Primary use is to arrest the

product flow in pneumatic

conveying lines, such as powders,

granules, fibres and liquids.

The wide range of sleeve

materials in combination with

various types of bodies enable

valve to be utilized in a number of

industries.

Applications

The VM pinch valve is ideal for

many applications. Since various

sleeve  qualities are available, it

can be used for virtually any kind of 

media in:

• Pneumatic conveying for bulk

goods of all kinds.

• Food industry for chocolate,

hazelnuts, slurries, a.s.o.

• Chemical industry for paints,

fertilizers,  a.s.o.

• Environmental engineering for

effluents, dust, soot, a.s.o.

• Water treatment for wastewater,

milk of lime, sludges, a.s.o.

• Apparetus construction for

cooling water, alkalis, pastes,

a.s.o.

• Building industry for cement,

sand gravel, plaster.

• Bulk transporters for cement,

flour, foder, a.s.o.
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VM管囊阀由金属壳体和弹性内

囊组成，在两法兰间内嵌织物加

强固定。

阀由某种控制介质到达管囊来

“关闭”，如：压缩空气和压力水。

关闭管囊所需的压力差约为1.5

～2bar。

根据需要，可提供多种不同

型号的法兰：

·带螺纹

·带夹板

·两种同时具备

The VM pinch valve consists of a

mtal outer body and an inner

elastomer sleeve, reinforced by a

fabric inlay, fixed between two

flanges 

The valve is "closed" by applying

a control agent, i.e. compressed

air or water under pressure, to the

sleeve. The required pressure

interval to close the sleeve is

approx.1,5 to 2 bar

Different types of flanges are

available on request:

• with threading

• with clamp

• with both

VM管囊阀的应用范围十分广泛。

它主要用于抑制例如粉尘、颗粒、

纤维，液体物质的通过。

运用多种管囊材质及各款型号的

组合使其适用于多种行业。

应用

VM管囊阀是许多应用场合的理

想设备。并有多种管囊材质可供

选择，用于各种物料，

如：

·气力输送 输送各种散料

·食品行业 巧克力、榛子、粘稠类

·化工行业 涂料、化肥等

·环保行业 污水、粉尘、烟炱等

·水处理 废水、石灰水、污水

·建筑器械 冷却水、碱水

·建筑行业 水泥、砂砾、灰浆

·散料输送 水泥、面粉、饲料



尺寸 DIMENSIONS

型型式式A
Type A

型型式式 I
Type  I

型型式式E
Type E

尺寸 毫米 Dimensions in mm

管囊阀安装及维护元件
ASSEMBLY OF PINCH VALVE AND MAINTENANCE KIT

1．空气调节器

2．压力表

3．电磁线圈

4．T型喷嘴

5．压力计

1 Air Regulator

2 Manometer

3 Solenoid

4 t-Nipple

5 Pressure Gauge



技术特征

法兰：标准PN10

阀体：铝合金

碳钢

不锈钢304

不锈钢316

管囊材质：天然橡胶

聚氨脂

N．B．R（食品级）

氯T橡胶

硅酮

Hypalon

Viton

EPDM

Nitrile(cyanocarbon)

操作压力：最大4bar

控制压力：最大6bar

压力差：根据不同管囊材质，

最大1.5～2bar

优点：

·自由畅通，不漏气

·物料与金属阀体无接触

·无需维护

·份量轻

·耗气少

·适用于管线关闭时有防爆

要求的系统

旋转阀
ROTAY VALVES

吹落式旋转阀
BLOW THROUGHT

ROTARY VALVES

软螺旋
FLEXIBLE HELIX CONVEYORS 

料位计
LEVEL INDICATORS

管囊阀
OINCH VALVES

料仓安全系统
KCS SILO SAFETY SYSTEMS 

换向阀
DEFLECTION FLOW METERS

微型喂料器
MICRO-BATCH FEEDERS

振动式计量单元
VIBRATING CHANNEL
METERING UNIT

带式计量单元
BELT-TYPE METERING UNIT

自动挤压处理
AUTOMATION OF
EXTRUSION PROCESSES

真空装料器
VACUUM LOADER

ROTEX

TECHNICAL CHARACTERISTICS:

FLANGES:P N10 STANDARD

BODY:

aluminium alloy

carbon steel

stainless steel 304

stainless steel 316

SLEEVE MATERIALS

natural rubber

polyurethane resin 

N.B.R.(food quality)

Neoprene

Silicone

Hypalon

Viton

EPDM

Nitrile(cyanocarbon)

OPERATING PRESSURE: max.4 bar

CONTROL PRESSURE: max.6 bar

DIFFERENTIAL PRESSURE: max.

1.5 to 2 bar depending on sleeve

properties

ADVANTAGES:

free passage, full bore through, no

pressure loss

no product/metal body contact

no maintenance

low weight

suitable for plants requiring explosion

proof line closure
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